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<19 inch>

Panel - ISize = | 19-inch(48cm) diagonal
‘ | Pixel Pitch | 0.294(H)mm x 0.294(V)mm
| Viewing Angle | 75°(Right/Left)

.......... $ et 75°(up) 60°(down)
..... | Contrast Ratio | 700:1 contrast ratio (typ)
saeeals | Brightness | 300cd/m? brightness (typ)
it | Rosporse Time | e
------------ Color Filter RGB vertical stripe
Eynﬂhrhmzanun Horizontal E 30 - B0OKHz
ei:t: venical""“?:'??“; 56 - 7THz

b2 V:déd Bandwidth

| 140MHz

“Max | Resolution 1280 x 1024@ 75Hz
_g_gpmnalﬂesulutinn ] 1280 x 1024 @ 60Hz

Colors | 16.7 M Colors

- Display Area o 376.32(H)ymm x 301.056(V)imm
“PC Input Signal Sync ' | H/V separate (TTL)

THENE Video | 15 pin mini D-sub{Analog RGB)
as: -~ | DVI-D (Optional)

AV Input Signal VIDEO | BNC Input / Output

iaaaet AUDIO | RCA Left + Right Input

I Stereo Mini Jack Input & Output

| 2Wi(Left 1W+Right 1W)

.

Hugand Play | VESA DDC Compatible
::Fuﬁer-.Suume sssesisl DC 12v, 3.33A
Mr Consumption 5w

ﬂlmemnn-w o H X D

427(W) x 415(H) x 159(D) mm(with stand)

427(W) x 358(H) x 66(D) mm{without stand)

.......

5.4Kg / 7.0Kg (11.9/15.4 Lbs)

-------------------
=

| EPA, VESA DPMS, Nutek Compliant

5% forward, 30° backward

10 ~ 40°C /50 ~ 14°F

B The specification can be changed without any prior notice 1o improve the quality of the product.
B The LCD panel may have some defective pixels (e.g. slightly light or dark) due to a
characteristic of the LCD panel. But there is no defect in your LCD product itself.
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Mode i_iﬁ?ﬂ:ﬂé} H.Feq (KHz) Vﬁﬂq IIHI} Remark
VGA 640 X 480@60Hz 315 60 Non-interlaced
VGA 640 X 480@72Hz 37.9 72 Non-interlaced
VGA 640 X 480@75Hz 37.5 75 Non-interlaced
SVGA 800 X 600@56Hz 35.2 56 Non-interlaced
SVGA 800 X 600@60Hz 37.9 60 Non-interlaced
SVGA 800 X 600@72Hz 48.1 12 Non-interlaced
SVGA 800 X 600@75Hz 46.9 75 Non-interlaced
XGA 1024 X 768@60Hz 48.4 60 Non-interlaced
XGA 1024 X 768@70Hz 56.5 70 Non-interlaced
XGA 1024 X 768@75Hz 60.0 75 Non-interlaced
SXGA 1280 X 1024@ 60Hz 64.0 60 Non-interlaced
SXGA 1280 X 1024@75Hz 80.0 75 Non-interlaced
SXGA 1152 X 864@75Hz 67.5 75 Non-interlaced
SXGA 128[] X 960@60Hz 60.0 60 Non-interlaced
DR 3544AAAOON  ,())5 siarimempesreaI
Mode {iﬁzu;{%tiﬁ;] HFreq(KHz)| VFeq(Hz) Remark
EGA 640 X 350@70Hz 31.5 70 Non-interlaced
DOS 720 X 400@70Hz 31.3 70 Non-interlaced
e A A 51 b
. {cﬁiﬂrlr:u]?ﬁ;;} HEeq(KHz)| VEeq(H) Yemalk
VGA 640 X 480@6THz 35.0 67 Non-interlaced
SVGA 832 X 624@75Hz 49.7 75 Non-interlaced
SXGA 1152 X 870@75Hz 68.7 75 Non-interlaced
B b o e L 11 T O A
Mode {Eﬁ“}t‘;;ﬁ;} H.Freq(KHz) | V.Fieq(Hz) Remark
SXGA 1280 X 1024@ 70Hz 74.4 70 Non-interlaced

£ The LCD Monitor has only Non-interlanced modes without flicker.
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. Monitor-rotation (Optionaf)=m——

m You can choose a rotation-type monitor which you can rotate

Tw ] to any direction as you want.
— (Please check whether the monitor can rotate or not when you purchase it.)

If you want to rotate the monitor:
1 Lean the monitor's main body backward fully.

Caution : If you lean the monitor backward, its corner may touch the surface

under it while rotated.

2 Adjust the cables or cords, if any, behind the monitor properly to rotate
the monitor safely.

3. Rotate the monitor 90 degrees counterclockwise, and raise it up properly to the
desired angle from the fully leant position. If you want to return it to the original
position, follow the procedure in reverse order.

4. If you want to use the screen in rotation function:

You can use it with compatibie official software.
Alternatively, you can use it with VGA card that is compatible with screen
rotation function in Window XP environment.

= This product is not accompanied by software which supports the screen rotation function.
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. CHANGING THE STAN
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B Turn off the monitor and pull out the power cable.

i1 Place a cushion or a soft cloth on the floor and put the product on it with
the front of the monitor facing the floor.

1. Detach the rear cover of the stand with a screwdriver.
2. Remove the four screws connecting the stand and the body and the
stand is disassembled,
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ATTACHING THE MONITORMWIMIHEARM-STAND(OPTION)

iiiiiiiiiii

Tighten up screws at the locations
indicated by arrows.

B This monitor’s installation surface is compatible with various kinds
of VESA standard stands.

B Hole spacing : 100x100 mm
B Screw Length : 8~12 mm
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~ Symptom

; Cheﬂ{c ..

Picture is jitterd.

Adjust Clock 1o set the screen position and adjust
Clock fine until a noise 1sn’t displayed.

No picture.

Check if power switch and computer power switch
are in the on position.
L

Check if the signal cable is correctly connected to
the video card.
i

Check if the pins of D subconnector are not bent.
L

Check if the computer is in the power- saving mode,

POWER LED is not
lit.

Check if power switch 1s in the on position.

1

Check 1f the power cord is correctly connected.

Image is unstable.

Check if the signal cable is suitable to the video card.

Image is not
centered, too small
or too large.

Adjust Clock or H&V Center to get the proper
image.

Picture bounces or a
wave pattern is
present in the
picture.

Keep the devices that may cause electrical
interference away from the monitor.

|
See the FCC information at the front cover of the
manual,

Picture is blurred.

Adjust Contrast and Brightness.

No sound.

Check the audio cable are correctly connected to the
computer. [

Adjust the volume after checking the sound is muted.

4

Check the audio system in the computer.
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Low sound. Adjust the volume on the OSD Menu.
i

Adjust the volume of the sound card in the computer.
VIDE screen cannot Check if VIDEO mode has been set.
be seen. 1

Check if the video terminal is properly connected.
No video. Check if the video cable is correctly connected to the

computer and set to the video mode.
Poor color in the Adjust the Saturation or Hue on the OSD Menu in
video. the video mode.

Grainy picture in the
video.

Adjust the Sharpness on the OSD Menu in the video
mode.
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